
ALUMILINED™ Piping System

Manufactured In The U.S.A. & China
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ALUMILINED’s™

Unique Features

PP or PE Liner
Extruded Polymer Lining Is

Pressure Fitted, No Adhesives

to Leach Into Liquids or

Other Mediums

6063-AL-ALLOY EXTERIOR
Rigid Aluminum Alloy is

Extruded for Strength and

Anodized for Corrosion Prevention

cutting edge technology for

energy conscious markets

The ALUMILINED™ Piping System

By: BOYD TECH, Inc.

Lightweight Cost Effective System,
Requiring Less Labor & Equipment for

Shipping, Handling, Fabricating & Installing

www.alumilined.com

IGC 239-2007ANSI / NSF-61
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THE ALUMILINED™ PIPE AND FITTINGS 

SYSTEM

Ṡ INNER LINING• Is a Natural Thermoplastic the Polypropylene or Polyethylene 

have excellent chemical resistant properties, (even at the low of pH values) This 

produces a high-quality, cost-effective piping solution for a variety of industries 

such as Biotech, Food Production, Industrial, Institutional, Marine and 

Pharmaceutical.

Ṡ EXTERIOR• The Extruded 6063-Aluminum exterior has high impact resistance 

and excellent pressure to weight ratio; these two unique properties meet the 

performance requirements for common as well as unique applications.

Ṡ SIZES • PRESSURES • TEMPS

ALUMILINEDÊ is available in sizes ½ ò (20mm) through 6ò (165mm)

ALUMILINEDÊ is pressure rated for 250 psi / Burst Pressures exceed 2000 psi

ALUMILINEDÊ Temperature Range ( -4 to 200 F ) w/ 220 degree impulses 

Ṡ VERSITILITY• Where cleaning and maintaining quality mediums is critical, the 

system can be easily broken down for service. The Piping System ensures top 

quality performance to comply with NSF, ANSI, ASME & ASTM standards.

Ṡ PROFORMANCE• Piping System has an excellent performance/price ratio,

as well as a phenomenal labor/cost ratio. Piping System is designed for use in 

applications where there is a concern about weight and or corrosion prevention. 

Piping System can be permanently anodized in a variety of colors for system 

recognition or to meet architectural & code requirements.

Ṡ FITTINGS• Piping System is available in a wide range of pipe diameters with 

Polymer Lined elbows, tees, unions, reducers & ANSI Flanged Fittings. Polymer 

Plug Adapters can be installed, or relocated to any location. They are available in 

both NPT Female & Blank Plug, providing a comprehensive piping system to 

fulfill virtually any requirement.

Ṡ The ALUMILINED™ Piping System is one of the Easiest to Maintain, Longest 

Lasting & Fastest to install. These attributes can be attributed to several key 

factors including Mechanical Fittings requiring no special tooling, Long Span 

distances requiring less, and lighter hangers and No Heavy Lifting Equipment 

needed to handle safely.  

Manufacturer Is: Certified ISO-9001: 2000

THE ALUMILINEDÊ PIPING SYSTEM

OUTPERFORMS ALL OTHER PLASTIC PIPE SYSTEMS

Pipe Sizes ½” thru 2” : Utilize AHE’s Patented –Polymer Lined

Double Seal - Mechanical Connectors of 383 Aluminum Alloy

Part # Nominal Pipe Size (PP) Polypropylene 

Lined

(PE) Polyethylene 

Lined

A-20 İò ã ã

A-25 Ĳò ã ã

A-32 1ò ã ã

A-40 1 ıò ã ã

A-50 1 İò ã ã

A-63 2ò ã ã

in.  /  mm Coupling Elbow Tee Reducer

Coupling

Reducer

Elbow

Reducer

Tee

Female

Threaded

ANSI 

Flange

İò      /  20• • • • • • • •

Ĳò      /  25• • • • • • • •

1ò       /  32• • • • • • • •

1 ıò  /  40• • • • • • • •

1 İò  /  50• • • • • • • •

2ò      /  63• • • • • • • •


